
RAIL INSTALL SIDE
(SUPPLIED QTY 2)

#10 LOCK WASHER
(SUPPLIED QTY 8)

#10-32 HEX NUT
(SUPPLIED QTY 8)

#10-32 X 1/2" LG
PAN HEAD SCREW
(SUPPLIED QTY 8)

RAIL INSTALL END
(SUPPLIED QTY 2)

NOTES:
1. WHEN ASSEMBLING INSTALL FRAME, MAKE SURE END FLANGES OVERLAP
   SIDE RAILS. 
2. CEILING SUPPORT BRACKETS HAVE BEEN PRE-ASSEMBLED USING 5/8" CEILING
   MATERIAL,(DRYWALL). BRACKET CAN BE ADJUSTED FROM 1/2" THICK TO 3/4" THICK.

OVERLAP END RAIL
ON SIDE RAILS BEFORE
SECURING TOGETHER

NOTE:
THE OUTLINES SHOWN ON THIS INSTRUCTION SHEET,
ARE SHOWING THE SETUP OF A 2 X 4 FRAME. YOUR
ASSEMBLY MAY BE A DIFFERENT SIZE, THE ASSEMBLY
OF THE INSTALL FRAME IS THE SAME.

.63 TYP
CEILING SUPPORT BRACKET
HAS BEEN PRESET FOR 

5/8" THICK CEILING MATERIAL
(DRYWALL)
SEE NOTE # 2

1.88

CEILING SUPPORT
BRACKET.

RAIL INSTALL

*8-32 PAL NUT

*8-32 HEX NUT
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EXISTING PARTS S I

This document contains information that is privileged, confidential or
otherwise protected from use and disclosure. You are hereby notified
that any review, disclosure, copying, dissemination or takingof any
action in reliance on its contents or other use is strictly prohibited. This 
document and its contents are confidential proprietary information
of Kenall Manufacturing Company.
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